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Notes

Please note that the order proposals sent via online system, must still be reconfirmed by the customer 
responding to the order confirmation sent by our operators.

For more information contact your local agent.

SYSTEM REQUIREMENTS

Minimum configuration:

_Operating system: 
_Processor: 
_RAM Memory: 
_Supported Video Card: 
_Hard Disk:

Recommended configuration:

_Operating system: 
_Processor: 
_RAM Memory:
_Supported Video Card: 
_Hard Disk: 

NETWORK REQUIREMENTS

By running 3cad lite over the network, all network cables, routers, switches and other devices must have 
sufficient bandwidth (we recommend 1GB/s; the minimum is 100 MB/s).
For this reason, we do not recommend using 3cad lite in combination with a wireless network. 
DAU S.P.A. with Socio Unico cannot be held responsible for the low performance of 3cad lite due to insufficient 
bandwidth.
3cad lite is not designed to be installed and run on virtual environments of any kind.
3cad lite does not support peer-to-peer networks. The program requires a network environment with 
a specific server. 
Network Attached Storage (NAS) and Cloud environments are not supported and are not comparable to a 
dedicated Windows server. The NAS is dedicated to file sharing only and does not have the same functionality 
as a standard server environment. Linux servers, regardless of vendor (Samba, Red Hat, Arch, etc.), are also 
not supported.

Windows 8.1, Windows 10 (64bit), Windows 11
Intel® CoreTM I7
8 GB
Intel, Nvidia, AMD with 2 GB of memory (nVidia not supported)
SSD 256

Windows 10 (64bit), Windows 11
Intel® CoreTM I7, I9
16 GB
Intel, Nvidia, AMD with 4 GB or more of memory (nVidia not supported)
SSD 512




